PAT McCRORY

Governor

NICHOLAS J. TENNYSON

Secretary

Transportation

May 25,2016
ADDENDUM # 1
To:  Plan Holders .
From: Jeffrey E. Alspaugh | yea
Proposal Engineer
RE: Omission of Project Special Provision Pages EC-1 through
EC-6
Contract ID: DN00518
County: Jackson
Letting Date: June 14, 2016

In the above referenced contract, pages EC-1 through EC-6, in the Project Special
Provisions, printed out as blanks. These previously omitted pages are attached to
this addendum.

There are no changes bid items or the associated quantities.

Please insert this letter into the addendum section of the proposal and sign the
verification. Thank you for your attention to this matter.

—>Nothing Compares®-_

State of North Carolina | Department of Transportation | Division 14
253 Webster Road | Sylva, North Carolina 28779
Phone 828-586-2141 | Fax 828-586-4043
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STABILIZATION REQUIREMENTS:
(3-11-16) S

Stabilization for this project shall comply withetitime frame guidelines as specified by the
NCG-010000 general construction permit effectivegdat 3, 2011 issued by the North Carolina
Department of Environment and Natural Resourcession of Water Quality. Temporary or
permanent ground cover stabilization shall occuhiwi7 calendar days from the last land-
disturbing activity, with the following exceptioms which temporary or permanent ground cover
shall be provided in 14 calendar days from thel&sd-disturbing activity:

» Slopes between 2:1 and 3:1, with a slope lengtOdt. or less
» Slopes 3:1 or flatter, with a slope of length offé@r less
» Slopes 4:1 or flatter

The stabilization timeframe for High Quality Wa(gtQW) Zones shall be 7 calendar days with
no exceptions for slope grades or lengths. Highl@uWater Zones (HQW) Zones are defined
by North Carolina Administrative Code 15A NCAC 08A05 (25). Temporary and permanent
ground cover stabilization shall be achieved irbadance with the provisions in this contract
and as directed.

SEEDING AND MUL CHING: (WestEd)

The kinds of seed and fertilizer, and the rateslication of seed, fertilizer, and limestone,
shall be as stated below. During periods of oveilagp dates, the kind of seed to be used shall be
determined. All rates are in pounds per acre.

Shoulder and Median Areas

August 1-Junel May 1 - September 1

20# Kentucky Bluegrass 20# Kentucky Bluegrass

75% Hard Fescue 75% Hard Fescue

25# Rye Grain 10# German or Browntop Millet
500# Fertilizer 500# Fertilizer

4000# Limestone 4000# Limestone

Areas Beyond the Mowing Pattern, Waste and Borrogas:

August 1-Junel May 1 - September 1

100# Tall Fescue 100# Tall Fescue

15# Kentucky Bluegrass 15# Kentucky Bluegrass

30# Hard Fescue 30# Hard Fescue

25# Rye Grain 10# German or Browntop Millet
500# Fertilizer 500# Fertilizer

4000# Limestone 4000# Limestone
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Approved Tall Fescue Cultivars

06 Dust Escalade Justice Scorpion

2" Millennium  Essential Kalahari Serengeti

3“ Millennium  Evergreen 2 Shelby

Apache Il Falcon IV Kitty Hawk 2000  Sheridan
Avenger Falcon NG Legitimate Signia
Barlexas Falcon V Lexington Silver Hawk
Barlexas I Faith LSD Sliverstar

Bar Fa Fat Cat Magellan Shenandoah Elite
Barrera Festnova Matador Sidewinder
Barrington Fidelity Millennium SRP  Skyline
Barrobusto Finelawn Elite Monet Solara
Barvado Finelawn Xpress Mustang 4 Southern Chaice |
Biltmore Finesse I Ninja 2 Speedway
Bingo Firebird Or Glory Spyder LS
Bizem Firecracker LS Olympic Gold Sunset Gold
Blackwatch Firenza Padre Taccoa
Blade Runner Il Five Point Patagonia Tanzania
Bonsai Focus Pedigree Trio
Braveheart Forte Picasso Tahoe Il
Bravo Garrison Piedmont Talladega
Bullseye Gazelle Il Plantation Tarheel
Cannavaro Gold Medallion Proseeds 5301 Terrano
Catalyst Grande 3 Prospect Titan Itd
Cayenne Greenbrooks Pure Gold Titanium LS
Cessane Rz Greenkeeper Quest Tracer
Chipper Gremlin Raptor Il Traverse SRP
Cochise IV Greystone Rebel Exeda Tulsa Time
Constitution Guardian 21 Rebel Sentry Turbo

Corgi Guardian 41 Rebel IV Turbo RZ
Corona Hemi Regiment Il Tuxedo RZ
Coyote Honky Tonk Regenerate Ultimate
Darlington Hot Rod Rendition Venture
Davinci Hunter Rhambler 2 SRP  Umbrella
Desire Inferno Rembrandt Van Gogh
Dominion Innovator Reunion Watchdog
Dynamic Integrity Riverside Wolfpack I
Dynasty Jaguar 3 RNP Xtremegreen
Endeavor Jamboree Rocket
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Approved Kentucky Bluegrass Cultivars:

4-Season Blue Velvet Gladstone Quantum Leap
Alexa Il Blueberry Granite Rambo
America Boomerang Hampton Rhapsody
Apollo Brilliant Harmonie Rhythm
Arcadia Cabernet Impact Rita
Aries Champagne Jefferson Royce
Armada Champlain Juliet Rubicon
Arrow Chicago Il Jump Start Rugby I
Arrowhead Corsair Keeneland Shiraz
Aura Courtyard Langara Showcase
Avid Delight Liberator Skye
Award Diva Madison Solar Eclipse
Awesome Dynamo Mercury Sonoma
Bandera Eagleton Midnight Sorbonne
Barduke Emblem Midnight 11 Starburst
Barnique Empire Moon Shadow  Sudden Impact
Baroness Envicta Moonlight SLT Total Eclipse
Barrister Everest Mystere Touche
Barvette HGT Everglade Nu Destiny Tsunami
Bedazzled Excursion NuChicago Unigue
Belissimo Freedom Il NuGlade Valor
Bewitched Freedom llI Odyssey Voyager Il
Beyond Front Page Perfection Washington
Blacksburg Il Futurity Pinot Zinfandel
Blackstone Gaelic Princeton 105
Blue Note Ginney Il Prosperity

Approved Hard Fescue Cultivars:
Aurora Il Eureka Il Oxford Scaldis Il
Aurora Gold Firefly Reliant Il Spartan I
Berkshire Granite Reliant IV Stonehenge
Bighorn GT Heron Rescue 911
Chariot Nordic Rhino

On cut and fill slopes 2:1 or steeper add 20# 8aricespedeza and 15# Crown Vetch January 1
- December 31.

The Crown Vetch Seed should be double inoculateghplied with a hand seeder. Four times
the normal rate of inoculant should be used if i@opWith a hydroseeder. If a fertilizer-seed
slurry is used, the required limestone should &ksancluded to prevent fertilizer acidity from
killing the inoculant bacteria. Caution should eed to keep the inoculant below°80 to
prevent harm to the bacteria. The rates and grafdtestilizer and limestone shall be the same
as specified foBeeding and Mulching.

Fertilizer shall be 10-20-20 analysis. A differamalysis of fertilizer may be used provided the
1-2-2 ratio is maintained and the rate of applaraidjusted to provide the same amount of plant
food as a 10-20-20 analysis and as directed.
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RESPONSE FOR EROSION CONTROL:

Description

Furnish the labor, materials, tools and equipmeaiessary to move personnel, equipment, and
supplies to the project necessary for the purdudny or all of the following work as shown
herein, by an approved subcontractor.

Section Erosion Control Item Unit
1605 Temporary Silt Fence LF
1606 Special Sediment Control Fence LF/TON
1615 Temporary Mulching ACR
1620 Seed - Temporary Seeding LB
1620 Fertilizer - Temporary Seeding TN
1631 Matting for Erosion Control SY

SP Coir Fiber Mat Sy
1640 Coir Fiber Baffles LF
SP Permanent Soil Reinforcement Mat Sy
1660 Seeding and Mulching ACR
1661 Seed - Repair Seeding LB
1661 Fertilizer - Repair Seeding TON
1662 Seed - Supplemental Seeding LB
1665 Fertilizer Topdressing TON
SP Safety/Highly Visible Fencing LF
SP Response for Erosion Control EA

Construction M ethods

Provide an approved subcontractor who performsrasian control action as described in the
NPDES Inspection Form SPPP30. Each erosion coattadn may include one or more of the
above work items.

M easurement and Payment

Response for Erosion Control will be measured and paid for by counting the dctwanber of
times the subcontractor moves onto the projectludiieg borrow and waste sites, and
satisfactorily completes an erosion control acti®scribed in Form 1675. The provisions of
Article 104-5 of theStandard Specifications will not apply to this item of work.
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Payment will be made under:

Pay Item Pay Unit
Response for Erosion Cont Eact

SILT FENCE WATTLE BREAK:
(8-21-12) 1605,1630

Description

Silt fence wattle breaks are tubular products «timg of excelsior fibers encased in synthetic
netting and used in conjunction with temporary falice at the toe of fills to intercept runoff.
Silt fence wattle breaks are to be placed at looatishown on the plans or as directed.
Installation shall follow the detail provided inethplans and as directed. Work includes
furnishing materials, installation, maintenance esmoving silt fence wattle breaks.

M aterials

Wattle shall meet the following specifications:

100% Curled Wood (Excelsior) Fibers

Minimum Diameter 12"

Minimum Length 10 ft

Minimum Density 2.5 Ib/cf £ 10%

Net Material Synthetic

Net Openings 1" x 1"

Net Configuration Totally Encased

Minimum Weight 20 Ib. £ 10% per 10 ft length

Stakes shall be used as anchors. Provide hardwtaes a minimum of 2-ft long with
a 2" x 2" nominal square cross section. One enth®fstake shall be sharpened or beveled to
facilitate driving down into the underlying soil.

Provide staples made of 0.125" diameter new staed formed into a U-shape not less
than 12" in length with a throat of 1" in width.

Construction M ethods

Excavate a trench the entire length of each watitle a depth of 1" to 2" for the wattle to be
placed. Secure silt fence wattle breaks to thiebgowire staples approximately every linear foot
and at the end of each wattle. Install at leastiakes on the downslope side of the wattle with a
maximum spacing of 2 linear feeand according to the detail. Install at leastakas on the
upslope side of the silt fence wattle break acogydo the detail provided in the plans. Drive
stakes into the ground at least 10" with no moen ' projecting from the top of the wattle.
Drive stakes at an angle according to the detaiided in the plans.
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Install temporary silt fence in accordance witht®ec1605 of the2012 Sandard Specifications
and overlap each downslope side of silt fence waittak by 6".

Maintain the silt fence wattle breaks until the jpob is accepted or until the silt fence wattle
breaks are removed, and remove and dispose @icsiitmulations at the silt fence wattle breaks
when so directed in accordance with Section 1630e2012 Standard Specifications.

M easurement and Payment

Wattle will be measured and paid as the actual numbeme#i feet of wattles installed and
accepted. Such price and payment will be full cengation for all work covered by this
provision, including, but not limited to, furnisigrall materials, labor, equipment and incidentals
necessary to install the silt fence wattle break.

Payment will be made under:

Pay Item Pay Unit
Wattle Linear Foot

MINIMIZE REMOVAL OF VEGETATION:

The Contractor shall minimize removal of vegetatioithin project limits to the maximum
extent practicable. Vegetation along stream bamiksadjacent to other jurisdictional resources
outside the construction limits shall only be reewwpon approval of Engineer. No additional
payment will be made for this minimization work.

STOCKPILE AREAS:

The Contractor shall install and maintain erosiontml| devices sufficient to contain sediment
around any erodible material stockpile areas athd.

ACCESSAND HAUL ROADS:

At the end of each working day, the Contractorlghatall or re-establish temporary diversions
or earth berms across access/haul roads to dinectfrinto sediment devices. Silt fence sections
that are temporarily removed shall be reinstalledss access/haul roads at the end of each
working day.

WATTLE:
Description
Wattles are tubular products consisting of excelBb®rs encased in synthetic netting. Wattles

are used on slopes or channels to intercept ramaffact as a velocity break. Wattles are to be
placed at locations shown on the plans or as eidectInstallation shall follow the detall
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